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GENERAL SHEET NOTES

1.

SEE SPECIFICATION SECTION 01 00 00, GENERAL
REQUIREMENTS, FOR CONSTRUCTION PHASING
REQUIREMENTS.

@ SHEET KEYNOTES

10.

11.

12.
13.

14.

15.

16.

17.

18.

19.

20.

21.

22.

23.

24,

25.

26.

27.

28.

29.

NEW COMBUSTION CONTROL PANEL. SEE SHEET
14—M210, "COMBUSTION CONTROL PANEL AND GAUGE
PANEL ELEVATIONS.”

NEW SERVER PC AND SCADA SOFTWARE TO MONITOR,
TREND, AND ANALYZE PLANT DATA.

NEW PNEUMATIC FEEDWATER VALVE. SEE VALVE
SCHEDULE FOR SIZE AND SHEET 14-M310 FOR
CONTROL DETAIL. TYPICAL OF FOUR.

INSTALL NEW VORTEX SHEDDING FEED WATER METER.
SEE SPECIFICATION AND METER SCHEDULE. CONNECT
OUTPUT SIGNAL TO CONTROL PANEL. TYPICAL OF FOUR.

INSTALL NEW OPACITY METER IN BOILER BREECHING.
CONNECT OUTPUT SIGNAL TO CONTROL PANEL. TYPICAL
OF FOUR.

INSTALL NEW POSITIVE DISPLACEMENT SCREW--TYPE FUEL
OIL METER. SEE METER SCHEDULE AND SPEC. CONNECT
OUTPUT SIGNAL TO CONTROL PANEL. TYPICAL OF FOUR.

CONNECT EX. BMS TO CONTROL PANEL VIA MODBUS
CONNECTION. TYPICAL OF FOUR.

INSTALL NEW TURBINE-TYPE GAS METER. SEE METER
SCHEDULE AND SPEC. CONNECT OUTPUT SIGNAL TO
CONTROL PANEL. TYPICAL OF FOUR.

INSTALL NEW OXYGEN SENSOR. SEE SPEC. CONNECT
OUTPUT SIGNAL TO CONTROL PANEL. TYPICAL OF FOUR.

INSTALL NEW VORTEX SHEDDING STEAM METER. SEE
METER SCHEDULE AND SHEET 14—-M510 FOR
INSTALLATION DETAILS. CONNECT OUTPUT SIGNAL TO
CONTROL PANEL. TYPICAL OF SEVEN.

ABANDON EXISTING METER.

EXISTING CARBON MONOXIDE SENSOR/ALARM TO REMAIN.

INSTALL NEW POSITIVE DISPLACEMENT DISK OR TURBINE
TYPE MAKE-UP WATER METER. SEE SPEC. AND METER
SCHEDULE. CONNECT OUTPUT SIGNAL TO CONTROL
PANEL. TYPICAL OF FOUR.

NEW DRUM LEVEL SENSOR. CONNECT OUTPUT SIGNAL
TO CONTROL PANEL. TYPICAL OF FOUR.

CONNECT EX. EMERGENCY GAS SHUTOFF VALVE TO NEW
CONTROL PANEL.

NEW BACK—UP PLANT AIR COMPRESSOR (AC-—2). SEE
SCHEDULE FOR SIZE AND DETAIL ON SHEET 14-M510
FOR INSTALLATION. CONNECT OLD & NEW COMPRESSOR
TO NEW CONTROL PANEL TO REPORT STATUS,
PRESSURE, ETC.

CONNECT EX. PUMP CONTROL PANEL TO MAIN CONTROL
PANEL TO REPORT TANK LEVEL, PUMP STATUS, ETC.
TYP. OF TWO.

CONNECT EX. PANEL TO MAIN CONTROL PANEL TO
REPORT FEED WATER TEMPERATURE.

CONNECT EX. CONDENSATE POLISHER PANEL TO MAIN
CONTROL PANEL TO REPORT POLISHER STATUS.

CONNECT EX. DUPLEX CONDENSATE RECEIVER PANEL TO
NEW MAIN CONTROL PANEL TO REPORT PUMP
OPERATING STATUS.

CONNECT EX. FUEL OIL PUMP STARTER TO NEW MAIN
CONTROL PANEL TO REPORT PUMP OPERATING STATUS.

NEW ATOMIZING AIR COMPRESSOR (AC—3) FOR BOILER
NO. 1. SEE SCHEDULE FOR CAPACITY.

NEW ATOMIZING AIR COMPRESSOR (AC—4) FOR BOILER
NO. 4. SEE SCHEDULE FOR CAPACITY AND INSTALLATION
DETAIL ON SHEET 14-M510.

NEW OILGUN ASSEMBLIES, TIPS, AND PLUGS FOR AIR
ATOMIZATION COMPATIBLE WITH EXISTING FABER MODEL
AB BURNERS. SEE DETAIL ON SHEET 14-M510 FOR
ADDITIONAL WORK.

NEW OILGUN, TIPS, AND PLUGS FOR AIR ATOMIZATION
COMPATIBLE WITH EXISTING FABER MODEL ACL BURNERS.
SEE DETAIL ON SHEET 14—-M510 FOR ADDITIONAL WORK.

INSTALL NEW PNEUMATIC ACTUATOR ON EXISTING
BACKDRAFT DAMPER. TYPICAL OF FOUR.

INSTALL NEW PNEUMATIC ACTUATOR ON EXISTING
FORCED DRAFT FAN INLET DAMPER. TYPICAL OF FOUR.

INSTALL NEW PNEUMATICALLY ACTUATED GLOBE-TYPE OIL
CONTROL VALVE. TYPICAL OF FOUR.

INSTALL NEW PNEUMATICALLY ACTUATED SEGMENTED
BALL-TYPE GAS CONTROL VALVE. TYPICAL OF FOUR.
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